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Changes for the Better

PLK-G3040R

)) Electronically controlled sewing
machine. For extra thick material.
Wide sewing area : 300 x 400 mm.
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Compatible with ultra thick bag materials.
With the cylindrical type table, this sewing machine is powerful for attaching belts to container, sewing the fitting
for sling belts and attaching parts on large size sewig materials.

B Specifications i Applications
Bags, bigbags, container bags. Perfect

Stitch type Single needle lockstitch (for extra thick material)
Sewing area (X) 300 x (Y) 400 mm

Speed 1000 rpm (depending on operation)

Feeding system Intermittent or continuous

Stitch length 0.1-20.0mm

Pattern storage Internal memory or external USB

Max. number of stitches |20 000 stiches / pattern

Max. number of patterns ||520 patterns (control panel internal memory)

Scale-up / Scale down 10 ~ 200% for X and Y axis

Hook Rotating (Extra Large)
Needle DD X 1426 ®“‘“‘ AN
UNBILY 4450 1380010gg
Work holder lift Max. 50 mm
Presser foot lift Max. 15 mm
Pattern input 5.7" LCD touch panel, white LED backlight
Main driving motor Limi-Servo X (550W)
Power 220~ 240V, 1 or 3 phases

Mass (kg) 670




